o walvoil SD11

HYDRAULIC CONTROL SYSTEMS

Complete controls

Rotative control type R

It can be used on valve with dedicated spools and standard body.

Description example:

SD11 /1-P (KG3-120) /1 R SLP. P3(G3-120) / AET - PSL*
1

1. 2. 3. 4 5. 6. 7.

Port valve setting (bar)

Main relief valve
setting (bar)

1. Inlet relief options 5. Service valves

For codes see page 8. For types and code see page 48.

2. Spool options 6. Outlet port options

TYPE CODE DESCRIPTION TYPE  CODE DESCRIPTION

1R 3CU1410551 Double acting, 3 positions, with A and B AET 3XTAP732201  Open center plug
closed in neutral position AEK 3XTAP532450 Closed center plug

2R 3CU1425551 Double acting, 3 positions, with A and B AE XGIU532470% G 1/2 carry-over sleeve

open to tank in neutral position

7. Inlet and outlet selection *

upnnm 1 H H
3. A" side spool positioners TYPE CODE DESCRIPTION
TYPE CODE DESCRIPTION PSL  3XTAP727180  G1/2 plug for upper inlet (nr.1 request)
R 5ROT110000 3 positions rotative control with neutral 3XTAP732200  G3/4 plug for upper outlet (nr.1 request)
position sensor PSA 3XTAP727180  G1/2 plug for side inlet (nr.1 request)

3XTAP732200  G3/4 plug for side outlet (nr.1 request)

4. "“B" side options ) L
TYPE  CODE DESCRIPTION I Optional handlever with joint
SLP 5COP110000 Without lever box, with dust-proof plate CODE DESCRIPTION

3XGIlU422620  Standard model

3XGIU422990  Lengthened model
NOTE (*) - /ltems are referred to BSP thread.
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Description
Dimension with standard handlever
Dimension with lengthened handlever
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