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15 - SPARE PARTS FOR DC SOLENOID VALVE

DS5

DC COILS IDENTIFICATION CODE

C|31 /
Series no.:
Supply voltage 22 = for K1 coils
D12=12V 21 = for K7 coils
D24 =24V
D110=110V
D220 =220 V

Coll electrical connection (see par. 11):

K1 = plug for connector type

EN 175301-803 (ex DIN 43650)
(standard)

K7 = plug DEUTSCH DT04-2P

for male connector type DEUTSCH
DT06-2S (available for D24 coils only)

1 Coil locking ring with seal included cod. 0119383
tightening torque: 6 Nm

2 | ORM type 0320 - 25 (32x2.5) - 70 Shore

3 | Coil (see identification code)

4 Solenoid tube
TD31-M27/20N (NBR seals)
TD31-M27/20V (FPM seals)
NOTE: OR n° 5 supplied with.

5 | OR type 3-912 (23.47x2.95) - 70 Shore

6 | N.5OR type 2050 (12.42x1.78) - 90 Shore

7 For version with external subplate drain only
(Y option):
OR type 2037 (9.25x1.78) - 90 Shore

SEALS KIT

The codes here below include O-Rings ref. 2, 5, 6 and 7.

Cod. 1984418 NBR seals
Cod. 1984419 FPM (viton) seals
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16 - SPARE PARTS FOR AC SOLENOID VALVE
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AC COILS IDENTIFICATION CODE
Series no.: 1 | Coil locking ring cod. 0119402
Supply voltage (the overall and tightening torque: 4.5 - 5 Nm
A24 = 24V -50Hz mounting dimensions
A48 = 48V -50Hz remain unchanged 2 | ORtype 4100 (24.99x3.53) - 70 Shore
A= e from 10 to 19) 3 | Coll (see identification code)
A230 = 328 \\5 - 28 Ei L plug for connector type 4 | ORtype 2112 (28.30x1.78) - 70 Shore
F110 = 110V - 60 Hz (Es';‘a:l:ﬁg;'fm (exDIN43650) ™5™ Solencid tubes:
F220 = 220 V - 60 Hz TA25.4-M27/11N (NBR seals)
TA25.4-M27/11V (FPM seals)
SEALS KIT NOTE: OR n°6 supplied with.
The codes here below include O-Rings ref. 2, 4, 6and 7. 6 OR type 3-912 (23_47)(2_95) - 70 Shore
Cod. 1984420 NBR seals
Cod. 1984421 FPM (viton) seals 7 N. 5 OR type 2050 (12.42x1.78) - 90 Shore

17 - SUBPLATES
(see catalogue 51 000)

Type PMD4-Al4G with rear ports 1/2” BSP

Type PMD4-AL4G with side ports 1/2” BSP

DUPLOMATIC

MOTION SOLUTIONS

DUPLOMATIC MS S.p.A.

via M. Re Depaolini 24 = 20015 PARABIAGO (MI) = ITALY
tel. +39 0331.895.111 = www.duplomatic.com = e-mail: sales.exp@duplomatic.com
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